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Technical data
Material bolt Quenched and tempered steel
Surface bolt Plasma nitrided
Material housing Cast steel (cold resistant to –40 °C)
Surface housing Hot-dip galvanised
Surface locking washer Hot-dip galvanised
Cast Zamak 610

Application area
Spiral strand cables
Fully locked coil ropes
Alternative: Strand ropes
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Don’t use non-rotation resistant and rotation resistant ropes with a 
turnable fixed point (e. g. swivel). The end termination has to be fixed 
against rotation as well. If this is not observed considerable damage, 
serious injury or death will occur.

Reference 
no.

NG ds A A2 b d dB LB L t t2 c max MBL Weight

mm mm mm mm mm mm mm mm mm mm mm kN kg

250369 21 16 – 21 90 60 44 42 41 106 225 55 48 42 405 2,9

240041 26 21 – 26 110 75 55 47 46 125 278 68 58 53 621 5

240045 31 26 – 31 135 90 66 57 56 150 338 83 72 64 916 9

240046 40 31 – 40 160 105 77 67 66 170 393 98 82 74 1520 15,2

241637 45 41 – 45 180 120 88 76 75 200 450 110 96 85 1930 23

241638 50 46 – 50 200 135 99 86 85 215 503 123 106 96 2380 31

241639 55 51 – 55 230 150 110 91 90 244 565 140 120 107 3020 44

241640 60 56 – 60 250 165 121 101 100 262 618 153 130 118 3590 58

240054 65 61 – 65 270 180 132 111 110 295 675 165 144 129 4220 76

240055 70 66 – 70 290 195 143 121 120 310 728 178 154 139 4890 95

241641 75 71 – 75 320 224 154 131 130 349 790 195 168 150 5620 149

241642 80 76 – 80 340 241 165 141 140 375 843 208 178 161 6390 183

241643 85 81 – 85 360 256 176 145 144 390 900 220 192 172 7210 215

241644 90 86 – 90 380 273 187 156 155 416 953 233 202 183 8090 262

241645 95 91 – 95 410 298 199 165 164 451 1040 260 231 194 9110 324

241646 100 96 – 
100

430 305 209 175 174 469 1068 263 223 205 10100 369

240047 105 101 – 
105

450 320 220 185 184 485 1125 275 240 216 11100 424

241956 110 106 – 
110

480 341 227 190 189 516 1195 295 262 222 12200 527

240048 115 111 – 
115

503 364 242 205 204 539 1252 317 264 237 13400 624

MBL = minimum breaking load
Dimensions correspond to nominal sizes without tolerance and without coating. Please contact us for exact measurements!
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Reference 
no.

NG ds A A2 b d dB LB L t t2 c max MBL Weight

mm mm mm mm mm mm mm mm mm mm mm kN kg

240052 120 116 – 
120

530 386 256 210 209 562 1350 335 302 251 14500 745,5

MBL = minimum breaking load
Dimensions correspond to nominal sizes without tolerance and without coating. Please contact us for exact measurements!


